
General information & application
The development of new refrigerants has received a 
considerable thrust since 2015 F-Gas Regulations and 
EU Regulation 517/2014 have entered in force, moving 
a significant step forward to the usage of low Global 
Warming Potential (GWP) refrigerants.

With the cooling industry phasing down the use of 
higher GWP refrigerants, countless applications are 
now moving to refrigerants that are kinder to the 
environment, most of which are classified as A2L.  As 
their physical properties are similar to HFC refrigerants, 
they’re relatively easy to use and don’t add complexity 
to the system. Furthermore, most of the tools installers 
are used to work with can be used with A2Ls as well. 
Ultimately, being classed as “mildly flammable”, with few 
precautions A2L refrigerants are a safe option for most 
refrigeration applications since they are difficult to ignite.

LU-VE Group has been working strategically since years 
on A2L knowledge with its laboratories and technical staff 
for the introduction of this new generation of refrigerants. 

SFHC, SSMA and SFHD are commercial units coolers 
certified for the Safe use of ASHRAE A2L refrigerants. 
They are a direct evolution of the well-known LU-VE 
Exchangers FHC, FHD and SMA families.

The products certification have been carried out with 
TÜV, a third-party independent organization to guarantee 
the safety of these new families with A2L in case of use of 
slightly flammable refrigerants.

Standard configuration
• EC fan motors
• Air defrost: certified for the use of any A2L refrigerant
• Electrical defrost: certified for the use of the only A2L 

refrigerants listed on the IEC standard 60335-2-40   

Options
• Alupaint 
• Insulated drain tray (SFHC series)
• Drain tray heater 
• Fan shroud heaters

SFHC, SSMA, SFHD
Commercial unit coolers for A2L applications

Benefits
• Designed for safe operation with A2L refrigerants 
• Third-party certified
• Compact size for efficient use of cold room space
• High performace heat exchangers
• Reliable performances
• Laboratory tested effectiveness 
• Energy efficient EC fans
• Easy installation and maintenance
• Two-year product guarantee
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How to contact LU-VE Group
Up-to-date LU-VE Group contact details for 
all countries are always available on our 
website at www.luvegroup.com

LU-VE Exchangers  is a trademark registered and owned by LU-VE S.p.A. 
LU-VE Group reserves the right to change specifications without prior notification. 

Slim Unit Coolers (SSMA)

S S M A 222 E 45

Available models

Cubic Unit Coolers (SF27MC, SF31MC, SF35MC)

S F 27 H C 110 N 6

SF27HC

SF31HC, SF35HC

SSMA

SFHD

A2L Safety
compliant

Dual Unit coolers (SFHD)

S F H D 732 E 3

EC fan diameter:
27=275 mm
31=310 mm
35=350 mm

Hitec heat
exchangers

Cubic Model

Defrost:
E=electrical defrost
N=air defrost

Fin spacing:
4=4,5 mm
6=6,0 mm
7=7,0 mm

A2L Safety
compliant

Super

Metallic 
casing

Angled Model

Defrost:
E=electrical defrost
N=air defrost

Fin spacing:
45=4,5 mm
70=7,0 mm

Selection
Selection and pricing is to be performed with our 
selection software Refriger. Selection output includes all 
relevant technical data and dimensional drawings. 
Please contact our sales organization for details and full 
technical documentation.

A2L Safety 
compliant

Future

Safeshell
plastic casing

Dual 
discharge

Model

Defrost:
E=electrical defrost
N=air defrost

Fin spacing:
3=3,0 mm
4=4,5 mm
7=7,0 mm

Future

http://www.luvegroup.com/

